
PROPOSED ENTRY ELEVATION

SCALE 1/4" = 1'-0"

FIRST FLOOR LINE

PLATE LINE

8'

CROSS SECTION "A"

SCALE 1/4" = 1'-0"

16" WIDE X 10" DEEP CONCRETE FOOTING

WITH 3-#4 BARS CONTINUOUS

2" CONCRETE SLAB AT CRAWL SPACE

8" C.M.U. FOUNDATION WALL WITH

DURO WALL EVERY OTHER COURSE

FILL EVERY THIRD COURSE SOLID WITH

#4 BAR VERTICAL INTO FOOTING

GRADE SLOPE AWAY FROM BUILDING

2"X6" P.T. SILL PLATE WITH SILL SEALER

PROVIDE 

1

2

"X18" ANCHOR BOLTS @ 5'-0" O.C

2'-0" FROM CORNERS - PROVIDE 2" OVERSIZED WASHERS

EXTERIOR WALL:

2"X6" WOOD STUDS @ 16" ON CENTER

1

2

" ZIP WALL SHEATHING WITH TAPED JOINTS

R-21 OPEN CELL INSULATION

1

2

" GYP BOARD INTERIOR FINISH

3

4

" T&G ADVANTECH SUBFLOOR

GLUE AND NAIL TO JOISTS

FASCIA PROFILE TO MATCH EXISTING

ASPHALT SHINGLES TO MATCH EXISTING

EXISTING RIDGE BOARD

INSTALL NEW RIDGE BEAM BLOCK SOLID TO

EXISTING RIDGE

PROVIDE 2"X6" CEILING JOIST TO

MATCH EXISTING

MATCH EXISTING

HEIGHT

PROVIDE NEW RAFTERS TO LAY OVER EXISTING ROOF

2'

EXTENTS OF ICE AND WATER SHIELD AT

ROOF EDGES - PROVIDE 36" WIDE

AT BOTH SIDES OF ROOF RIDGES AND VALLEY'S

PROVIDE R-42 OPEN CELL INSULATION AT NEW ROOF

PROVIDE R-42 OPEN CELL INSULATION AT

EXISTING ROOF

BEDROOM

BATHROOM

CRAWL SPACE

PROVIDE 2"X6" CROSS TIES @ 32"

ON CENTER

2"X12" RIDGE BOARD

ROOF PITCH TO MATCH EXISTING

PROVIDE SIMPSON

CS STRAP OVER

RIDGE STRAPS @

32" ON CTR- 12"

EACH SIDE OF

RIDGE

PROVIDE SIMPSON H2.5A

HURRICANE CLIPS

AT EVERY RAFTER CONNECTION

WALL BRACING DETAIL1
NOT TO SCALE

METHOD CS-PSF: CONTINUOUS PORTAL FRAME PANEL

OUTSIDE ELEVATION

SIDE ELEVATION
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EXTENT OF HEADER - TWO BRACED WALL SEGMENTS

EXTENT OF HEADER

ONE BRACED WALL SEG

MIN. 3"X11 1/4" NET 

HEADER

HEADER SHALL BE FASTEND TO THE 

KING STUD W/6-16d SINKER NAILS

FASTEN SHEATHING TO HEADER

W/8d COMMON NAILS IN 3" GRID

PATTERN AS SHOWN AND 3" O/C IN

ALL FRAMING STUDS & SILLS TYP

MINIMUM 1,000 LB HEADER TO JACK STUD 

STRAP SHALL BE CENTERED @ BOTTOM OF

HEADER AND INSTALLED ON BACKSIDE AS 

SHOWN ON SIDE ELEVATION

FOR A PANEL SPLICE (IF NEEDED) PANEL EEDGES

SHALL OCCUR OVER AND BE NAILED TO COMMON

BLOCKING AND OCCUR WITHIN THE MIDDLE 24" OF

WALL HEIGHT. ONE ROW OF 3" ON CTR NAILING IS

REQUIRED @ EACHPANEL EDGE

MINIMUM LENGTH BASED ON 6:1 HEIGHT TO LENGTH

RATIO.  FOR EXAMPLE 16" MIN FOR 8' HEIGHT

MINIMUM NUMBER OF STUDS SHOWN

FULL LENGTH KING STUD

BRACED WALL LINE WITH

CONTINUOUS SHEATHING

NUMBER OF JACK STUDS

AS PER BUILDING CODE

2 ANCHOR BOLTS PER 403.1.6 REQUIRED

WALL HGT

PER R602.10.4 1.1

MINIMUM 1,000 LB TENSION STRAP

STRAP SHALL BE CENTERED @ BOTTOM

OF HEADER

SHEATHING FILLER IF NEEDED

16d SINKER NAILS IN 2 ROWS @ 3" ON CTR

WOOD STRUCTURAL PANEL MUST BE

CONTINUOUS FROM TOP OF WALL TO BOTTOM

OF WALL OR FROM TOP OF WALL TO PERMITTED SPLICE AREA

FULL LENGTH KING STUDS

3/8" MINIMUM THICKNESS WOOD

STRUCTURAL PANEL SHEATHING

PROVIDE 1/2"X14" LONG ANCHOR BOLTS

WITH 2" SQUARE WASHERS

ANCHOR BOLTS TO BE 5'-0" ON CENTER MAXIMUM

2'-0" FROM CORNERS MAXIMUM - 2 PER PLATE MINIMUM

SIMPSON LSTA21

BRACED WALL CONNECTION PARALLEL TO FLOOR/CEILING FRAMING

FULL HEIGHT BLOCKING @ 16" ON CENTER

ALONG BRACED WALL PANEL

2-16D NAILS EACH SIDE

FULL HEIGHT BLOCKING @ 16" ON CENTER

ALONG BRACED WALL PANEL

3-16D @ 16" ON CENTER ALONG BRACED

WALL PANEL

TOE NAIL 3-8D NAILS AT EACH

BLOCKING MEMBER

ADDITION FRAMING MEMBER DIRECTLY

ABOVE BRACED WALL LINE

3-16D @ 16" ON CENTER ALONG BRACED

WALL PANEL

8D @ 6" ON CENTER ALONG BRACED

WALL PANEL

ADDITION FRAMING MEMBER DIRECTLY

BELOW BRACED WALL LINE

BRACED WALL CONNECTION PERPENDICULAR TO FLOOR/CEILING FRAMING

ADDITION FRAMING MEMBER DIRECTLY

ABOVE BRACED WALL LINE

3-16D @ 16" ON CENTER ALONG BRACED

WALL PANEL

8D @ 6" ON CENTER ALONG BRACED

WALL PANEL

FULL HEIGHT BLOCKING CONTINUOUS ALONG

LENGTH OF BRACED WALL PANEL

BRACED WALL PANEL

BRACED WALL PANEL

2"X STUDS @ 16" ON CENTER

1

2

" WALL SHEATHING

APA RATED SHEATHING NAILED

TO STUDS WTH 8D COMMON NAILS

SPACED 6" ON CTR ALONG PANEL

EDGES AND 12" ON CTR AT INTERMEDIATE

SUPPORTS

PLYWOOD PANEL SPLICE AT RIM BOARD

PLYWOOD PANEL SPLICE OVER BLOCKING

4"
3

4

"

PANEL EDGE

RIM BOARD

PANEL EDGE

INCREASE STUD NAILING FOR UPLIFT

EACH SIDE OF HORIZONTAL JOINT

7

1

2

"

3

4

"

BLOCKING SAME SPECIES AS TOP

AND BOTTOM PLATES 2"X FLATWISE

RIDGE STRAPS
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